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Mine Safety and Health Admin., Labor § 75.1001–1 

[70 FR 77737, Dec. 30, 2005] 

Subpart K—Trolley Wires and 
Trolley Feeder Wires 

§ 75.1000 Cutout switches. 

[STATUTORY PROVISIONS] 

Trolley wires and trolley feeder 
wires, shall be provided with cutout 
switches at intervals of not more than 
2,000 feet and near the beginning of all 
branch lines. 

§ 75.1001 Overcurrent protection. 

[STATUTORY PROVISIONS] 

Trolley wires and trolley feeder wires 
shall be provided with overcurrent pro-
tection. 

§ 75.1001–1 Devices for overcurrent 
protection; testing and calibration 
requirements; records. 

(a) Automatic circuit interrupting 
devices that will deenergize the af-

fected circuit upon occurrence of a 
short circuit at any point in the sys-
tem will meet the requirements of 
§ 75.1001. 

(b) Automatic circuit interrupting 
devices described in paragraph (a) of 
this section shall be tested and cali-
brated at intervals not to exceed six 
months. Testing of such devices shall 
include passing the necessary amount 
of electric current through the device 
to cause activation. Calibration of such 
devices shall include adjustment of all 
associated relays to ±15 percent of the 
indicated value. An authorized rep-
resentative of the Secretary may re-
quire additional testing or calibration 
of these devices. 

(c) A record of the tests and calibra-
tions required by paragraph (b) of this 
section shall be kept, and shall be 
made available, upon request, to an au-
thorized representative of the Sec-
retary. 

[38 FR 29998, Oct. 31, 1973, as amended at 60 
FR 33723, June 29, 1995] 
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